
C 7

11/18/14

SGC

1"=30’

9" DIA.

4
2
"

2
7
" 

D
IA
.

3" TYP.

7"

7
"

6"

15

BLUE PAINT

WHITE PAINT6" TYP.

CENTERLINE

N.T.S.

STRIPING DETAIL
HANDICAP PARKING

OF PAINT

APPLY TWO (2) COATS

CONTRACTOR SHALL 

NOTE:

18"  "STOPBAR"

3-6" WIDE PAINTED

WHITE LINES

2-4" WIDE YELLOW
PAINTED LINES

4"

N.T.S.

STOP BAR STRIPING DETAIL

OF PAINT

APPLY TWO (2) COATS

CONTRACTOR SHALL 

NOTE:

TYPICAL POST MOUNT SIGN INSTALLATION IN GRASS AREAS
N.T.S.

(T
Y
P
.)

A A

EXIST. GROUND

SECTION A-A

4
’-
0
"

7
’-
0
"

(2 LBS./FT.)
"U" CHANNEL POST

SIGN VARIES

BREAK AWAY CHANNEL POST

N.T.S.

SEE DETAIL
BREAK AWAY CHANNEL POST

MACHINE BOLT WITH NUT.
SQUARE OR HEX. HEAD

GALVANIZED OR ZINC PLATED 
(2) 5/16" DIA. STANDARD 

(2 LBS./FT.)
WITH 5/16" DIA. HOLES

"U" SECTION CHANNEL POST

SIGN FACE WITH LOCK NUTS
(2) 1/4" ALUMINUM BOLTS

N.T.S.

NO PARKING  

  

  

  

  

  
 

  

  

    

   

1
’-
9
"

3 3/4" 3 3/4"

1’-2 1/2" 6" 1’-1 1/2"2’-4 1/2"1’-4" 6" 1’-3" 6" 1’-2 1/4" 6" 1’-3 1/2" 5 3/4"3 3/4" 6" 1’-2 1/2" 6" 1’-4 1/4"

5 1/2" 4" 1’-2" 5 1/2" 4 1/2" 1’-4 1/2"

3 3/4"

3 3/4"
3 3/4" 3 3/4"

3 3/4"

3 3/4"

3 3/4"

3
 1
/4
"

6 3/4"

1 3/4"

  
3 1/2"

3
 1
/2
"

6
 1
/4
"

6
 1
/4
"

3
 3
/4
"

3
 1
/2
"

8
 3
/4
"

 

 

1
 1
/2
"

4
 1
/2
"

3
 1
/2
"

3
 1
/2
"

1
1
"

8
 1
/2
"

3
 1
/4
"

NO PARKING BAR DETAIL

(ALWAYS YELLOW)

VARIE
S

  

 

  

  

 

  

     

  

  

  
  

  

  

  

       

  

  

  

  

     

  

  

  

 

  

  

1
’-
1
 1
/2
"

2
 1
/2
"

YELLOW

ALWAYS 

NOTES:

2. REFER TO SITE PLAN FOR NUMBER AND LOCATION.

1. CONTRACTOR SHALL APPLY TWO (2) COATS OF PAINT

GROUND/PAVING 

OF CONCRETE

SLOPE TOP

"U"-CHANNEL POST

(2 LBS./FT.)

YELLOW 

AND PAINTED TRAFFIC

FILLED W/ CONCRETE

PIPE WITH TOP ROUNDED

USE 6" SCHEDULE 40 STEEL

PIPE BOLLARD

0" (N.T.S.)

NOTE: THE MIN. HEIGHT

OF THE BOTTOM OF THE

SIGN SHALL BE 7’-0".

SURFACE

4000 P.S.I.

P.C. CONCRETE

3"

N.T.S.

INSTALLATION DETAIL
PEDESTRIAN CORSSING SIGN POST 

6"

4" MINIMUM

6"

1"

1
6
"

6"

SUBBASE

PAVEMENT AREA

R 3/4"

6" REVEAL

N.T.S.   
CONCRETE CURB DETAIL

2. EXPANSION JOINTS WITH PREMOLDED FILLER 50 FEET ON CENTER

3. EXPOSED CONCRETE SURFACE TO HAVE A LIGHT BROOM FINISH

NOTES:

    THE CURB THICKNESS

1. CONTROL JOINTS 10 FEET ON CENTER TO DEPTH OF 1/3

STOP BAR DETAIL
(ALWAYS WHITE)

N.T.S.

  

        

  
  

  

  

  

5"

4
 1
/2
"

5"6"5"

1’-4"

4 1/4"

1’-3"

4"

4
 3
/4
"

3’-10 1/4"6’-3 1/2"

4"

1’-4"

4"

1’-3 3/4"

4 1/2"

5"

4 1/2"

2
’-
2
"

1
’-
0
"

1
’-
6
"

5"

4
"

VARIES

1
’-
5
"

OF PAINT

APPLY TWO (2) COATS

CONTRACTOR SHALL 

NOTE:

3’

N.T.S.

6" CURB REVEAL

CURB TAPER DETAIL

N.T.S.

FOR HEAVY DUTY TRAFFIC AREAS
PAVING SECTIONS DETAIL

1.5"

W11-2

BACKGROUND
YELLOW-GREEN
FLUORESCENT

ON 
BLACK LEGEND 

30" x 30" 

BACKGROUND
YELLOW-GREEN
FLUORESCENT

ON 
BLACK LEGEND 

24" x 12" 

W16-7P

7’-0"

7’-0"

2

2

SIGN SCHEDULE

RESERVED

PARKING

TEXT DESCRIPTION
TYPE OR

MOUNT
QUANTITY

R 7-8

KEY HEIGHT

7’-0"12"X18" 4

R 7-8P 7’-0" 1
BACKGROUND

ON WHITE
GREEN LEGEND

18"X9"

R 1-1 7’-0" 3
WHITE ON RED

OCTAGONAL
30" x 30" 

STOP 
POST

MOUNTED

 

PARKING

NO

LOADING

ZONE

R 7-6 12"X18" 7’-0" 3

            FOR STREETS AND HIGHWAYS" - 2009 EDITION.

NOTE:  SIGNS TAKEN FROM "NATIONAL MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES 

ON SITE PLAN
INDICATED

OR AS
BOLLARD

WITHIN
MOUNTED

POST

ON SITE PLAN
INDICATED

OR AS
BOLLARD

WITHIN
MOUNTED

POST

ACCESSIBLE

VAN

N.T.S.

LATERAL TO THE SEWER

GRADE

CAST IRON FRAME & COVER

INSTALLED FLUSH WITH

LETTERING

ON COVER

SEWER

C.O.

1" OR 3"

CLEARANCE

LATERAL CONNECTION

FROM THE BUILDING

FINISHED GRADE

SEWER CLEANOUT DETAIL

STORM

OR

SANITARY

LABEL STORM OR

SANITARY SEWER C.O.

AS APPLICABLE

NOTE:

THIS DETAIL APPLIES TO BOTH

SANITARY AND STORM SEWERS

SCREW PLUG IN

THREADED HUB

CONCRETE COLLAR

4" PVC SDR-35 RISER

OR 2 -1/16 BENDS

LONG SWEEP 1/8 BEND

OR PRECAST RING
2500 PSI  MIN.

TO REMOVE VOIDS
SUPPLEMENT MIX AS NEEDED 
10% TO 3% PASSING 200 SIEVE
100% PASSING 1" SIEVE
GRAVEL OR CRUSH STONE
UNIFORM MIX OF

TO REMOVE VOIDS
SUPPLEMENT MIX AS NEEDED 
10% TO 3% PASSING 200 SIEVE

100% PASSING 1" SIEVE
GRAVEL OR CRUSH STONE

UNIFORM MIX OF

THE STONE.  
WITH FILTER FABRIC TO PREVENT SOILS FROM ENTERING THE VOIDS OF 
2.  IF CLEAN STONE BEDDING IS USED THE BEDDING SHALL BE ENCIRCLED

4 INCHES.   
REQUIREMENT OF NO MATERIAL HAVING A DIMENSION EXCEEDING 
MEETING THE REQUIRED SPECIFICATIONS, ASTM 2321 WITH THE ADDED 
SPECIFICATIONS SHALL MEAN ON-SITE OR IMPORTED BACKFILL 
1.  SELECT BACKFILL UNLESS DEFINED ON THE PLANS OR IN THE 

1/4"

1/4"

1/4" R.

1/4" R.

NON-EXTRUDING 
FILLER

1/4"

1/2" 1/4"

50’ APART MAX.

1/4" R.

EXPANSION JOINT

N.T.S.

CONSISTENTLY SIZED SQUARES 

OR RECTANGLES

5’ APART MAX. 

(IF REQUIRED)

SIDEWALK JOINTS DETAIL

NOTE:

THICKNESS

1/3 TOTAL

SIDEWALK SHOULD BE TOOLED IN

ARCHITECTURAL JOINT

CONTROL JOINT

1. SEE SIDEWALK JOINTS DETAIL FOR JOINT SIZE AND SPACING

2. EXPOSED CONCRETE SURFACE TO HAVE LIGHT BROOM FINISH

CONCRETE SIDEWALK DETAIL

COMPACTED SUBGRADE

WWF 6x6-W2.9xW2.9

NOTES:

6" MIN

N.T.S.

5" CONCRETE SIDEWALK, 4000 PSI

6" CRUSHED STONE SUBBASE

NYSDOT TYPE 2

6" MIN

N.T.S.

COURSE ASPHALT

EXISTING BASE AND

BINDER ASPHALT

1’
OVER EXISTING BINDER COURSE

EXTEND NEW TOP COURSE 1 FOOT

A SMOOTH SURFACE. MAINTAIN POSITIVE DRAINAGE.

2.  ALL NEW PAVING SHALL MATCH INTO EXISTING PAVEMENT WITH

FOR APPROPRIATE MATERIALS AND ADDITIONAL INFORMATION. 

1.  REFER TO SPECIFIC PAVEMENT DETAILS AND SPECIFICATIONS

NOTES:

PAVEMENT TIE-IN DETAIL

EXISTING TOP 

MILLING DEPTH SHALL BE

EQUAL TO DEPTH OF NEW TOP

COURSE PAVEMENT.

SAW-CUT EXISTING PAVEMENT

AND MILL EXISTING TOP COURSE.

PAVING SECTION DETAIL

BINDER COURSE PER

NEW ASPHALT CONC. DENSE

PAVING SECTION DETAIL

NEW SUBBASE COURSE PER

PER PAVING SECTION DETAIL

NEW ASPHALT CONC. TOP COURSE

EXISTING SUBBASE

EDGES OF PAVEMENT

TACK COAT EXISTING

N.T.S.

FOR STANDARD TRAFFIC AREAS
PAVING SECTIONS DETAIL

1.5"

2.5"

PLACEMENT OF SUBBASE

PROOF ROLL PRIOR TO

PLACEMENT OF SUBBASE

PROOF ROLL PRIOR TO

EQUIVALENT

MIRAFI HP 370 OR APPROVED 

SOIL STABILIZATION FABRIC

(ITEM No. 402.127102)

NYSDOT TYPE 12.5 F2

ASPHALT CONC. TOP COURSE

(ITEM No. 402.197902)

NYSDOT TYPE 19 F9

DENSE BINDER COURSE 

ASPHALT CONC. 

NYSDOT (ITEM No. 304.12)

SUBBASE COURSE

CRUSHED STONE

(ITEM No. 402.127102)

NYSDOT TYPE 12.5 F2

ASPHALT CONC. TOP COURSE

(ITEM No. 402.197902)

NYSDOT TYPE 19 F9

DENSE BINDER COURSE 

ASPHALT CONC. 

NYSDOT (ITEM No. 304.12)

SUBBASE COURSE

CRUSHED STONE

EQUIVALENT

MIRAFI HP 370 OR APPROVED 

SOIL STABILIZATION FABRIC

8"

12"

2.5"

N.T.S.

NOTES:

  
CURB CUT DETAIL

FINISH GRADE

PAVEMENT 

CUT

CURB 

2’

CUT

CURB

2’

WITH 6" REVEAL

CONCRETE CURB 

REGARDING FULL HEIGHT AND THICKNESS OF CURB.

1. REFER TO CONCRETE CURB DETAIL FOR ADDITIONAL INFORMATION

AS SHOWN ON PLANS

IN 1 FOOT

TAPER 6" REVEAL 

DETAIL PLAN

N.T.S.

6" MIN.

GROUT WATERTIGHT

A

B

FRAME & GRATE

PLAN

SEE PLAN

SECTION

CATCH BASIN

ANCHOR 2" X 3/16" X 4"
WELDED TO FRAME

(4 REQUIRED)

ASTM C478 OR C858     

BASIN IN ACCORDANCE WITH

PRECAST CONCRETE CATCH

AND INVERTS (TYP.)

SEE PLANS FOR SIZE, LOCATION

COMPACTED SELECT

1’ PAY LIMIT (TYP.)

STORM PIPE (SEE
PLAN FOR SIZE AND

LOCATION)

RETICULINE GRATE (SEE PLAN

FOR ELEVATION) - TOP OF GRATE

BACKFILL

W/ 2 COATS KOPPERS

BITUMASTIC BLACK OR

APPROVED EQUAL

MIN. 2 COURSES, 4 MAX.

BRICK COURSES BONDED

ANCHOR

WITH 1/2" MORTAR

PORTLAND CEMENT

MORTAR

12"SUMP

PAINT OUTSIDE

W/ PORTLAND CEMENT

MORTAR

CATCH BASIN DETAIL

OR CLEAN 1/4" TO 1/2" STONE

FABRIC AND 2 CUBIC FEET

PERF. CAP OR FILTER

4" WEEP COVERED WITH

TO BE 1/2" BELOW FINISHED GRADE

FINISHED GRADE

A B

24" 24"

FRAME & GRATE NO.

NYSDOT RETICULINE

21 36" 36"

30"30"14

6

GRATE SIZES

TO REMOVE VOIDS

SUPPLEMENT MIX AS NEEDED 

10% TO 3% PASSING 200 SIEVE

100% PASSING 1.5" SIEVE

GRAVEL OR CRUSH STONE

UNIFORM MIX OF

UNDISTURBED AND STA BLESUBGRADE

4 INCHES.   

REQUIREMENT OF NO MATERIALHAVING A DIMENSION EXCEEDING 

MEETING THE REQUIRED SPECIFICATIONS, ASTM 2321 WITH THE ADDED 

SPECIFICATIONS SHALLMEAN ON-SITE OR IMPORTED BACKFILL 

1.  SELECT BACKFILL UNLESS DEFINED ON THE PLANS OR IN THE 

M
IN
.

MIN. MIN.

WATERMAIN CROSSING DETAIL
N.T.S.

10’ 10’

1
.5
’

ï»¿45î�� ELBOW (

WATERMAIN

PROPOSED 

STORM OR SANITARY SEWER

EXISTING OR PROPOSED 

BEDDING SPECIFICATIONS

TRENCH DETAILS FOR

REFER TO WATERMAIN 

PRECAST ECCENTRIC

MANHOLE STEPS

RIM ELEVATION

"O" RING JOINT OR

SECTION

2’-0"

AS SHOWN ON PLAN

APPROVED ALTERNATE

6"

12" (TYP.)

PRECAST CONCRETE

MANHOLE BASE

(ASTM C-478)
8" MIN.

CONCRETE LEVELING RINGS

FINISHED GRADE

PORTLAND CEMENT EXCEPT

IN PAVEMENT

POLYPROPYLENE

BACKFILL

STEEL REINFORCED

SEE PLAN 

SEE PLAN FOR INVERT

ELEVATION

PRECAST MANHOLE RISERS

GROUT INSIDE AND OUTSIDE

OF JOINT WITH NON-SHRINKING
MORTAR

(ASTM C-478) AS REQUIRED

SPIGOT END DOWN

12" MIN. ABOVE TOP

OF HIGHEST PIPE

OR APPROVED EQUAL

TAPER TOP (ASTM C-478)

COMPACTED SELECT

GROUT

WATERTIGHT

1’ PAY LIMIT (TYP.)

W/ 2 COATS KOPPERS

BITUMASTIC BLACK OR

APPROVED EQUAL

N.T.S.

STORM MANHOLE DETAIL

CAST IRON FRAME AND COVER

2" RAISED LETTERING ON COVER

TO READ "STORM" SEWER PER

AGENCY REQUIREMENTS

12" SUMP

PAINT  OUTSIDE

MATERIAL HAVING A DIMENSION EXCEEDING 3 INCHES.   

GRADED MATERIAL WITH THE ADDED REQUIREMENT OF NO 

MEETING THE REQUIRED SPECIFICATIONS, ASTM 2321 FOR WELL

SPECIFICATIONS SHALL MEAN ON-SITE OR IMPORTED BACKFILL 

1.  SELECT BACKFILL UNLESS DEFINED ON THE PLANS OR IN THE 

TO REMOVE VOIDS
SUPPLEMENT MIX AS NEEDED 
10% TO 3% PASSING 200 SIEVE
100% PASSING 1.5" SIEVE
GRAVEL OR CRUSH STONE
UNIFORM MIX OF

ï»¿REVOLVED 90î�� FOR CL

THE TOP SECTION HAS BEEN

W/ MORTAR FOR HEIGHT

ADJUSTMENT, 12" MAX

45°

AA

MIN. SLOPE

PAY LIMIT LINE FOR

MAIN SEWER TRENCH

PLAN

PVC PIPE

ENCASEMENT AROUND

SEWER LATERAL.

LATERAL RISER 
CONNECTION FROM

  MAIN SEWER UP TO 
BEND AT THE 
HORIZONTAL

1 - 40° SHORT
LENGTH ELBOW

LATERAL TO
BLDGS. OR

CATCH BASIN

CENTERLINE OF 

  MAIN SEWER
TRENCH AND

TEE SECTION OR
TEE SADDLE

LATERAL RISER CONNECTION
N.T.S.

MIN. 6" STONE

6" MIN.6" MIN.

SECTION

1/4"/FT

TO REMOVE VOIDS
SUPPLEMENT MIX AS NEEDED 
10% TO 3% PASSING 200 SIEVE

100% PASSING 1" SIEVE
GRAVEL OR CRUSH STONE

UNIFORM MIX OF

THE STONE.  
WITH FILTER FABRIC TO PREVENT SOILS FROM ENTERING THE VOIDS OF 
2.  IF CLEAN STONE BEDDING IS USED THE BEDDING SHALL BE ENCIRCLED

4 INCHES.   
REQUIREMENT OF NO MATERIAL HAVING A DIMENSION EXCEEDING 
MEETING THE REQUIRED SPECIFICATIONS, ASTM 2321 WITH THE ADDED 
SPECIFICATIONS SHALL MEAN ON-SITE OR IMPORTED BACKFILL 
1.  SELECT BACKFILL UNLESS DEFINED ON THE PLANS OR IN THE 

N.T.S.

MIN. DIMENSIONS FOR PIPE BEDDING

PIPE DIA.

(INCHES)

A B

Up to 18

21 to 36

Over 36

12

1218

6

(INCHES) (INCHES)

912

A A

B

LIMIT OF TRENCH EXCAVATION

2A + O.D.

B

O.D.

O.D.

1/2 O.D. MIN

2A

 

A A

LIMIT OF TRENCH EXCAVATION

2A + O.D.

O.D.

O.D.

A + 6"

TO CURE IN SINGLE PLACEMENT. 

IS CLEAN AND DRY AND ALLOWED 

MUST BE PLACED WHEN HOLE 

 

A A

B

LIMIT OF TRENCH EXCAVATION

2A + O.D.

B

O.D.

O.D.

 

A O.D. A

 

STORM ENCASEMENT

SANITARY ANTI-SEEPAGE COLLAR

PIPE BEDDING DETAILS

PERFORATED STORM ENCASEMENT

12"

6"

0% TO 5% PASSING THE 1/2" SIEVE

100 % PASSING  2" SIEVE 

CLEAN STONE 

UNIFORM MIX OF

SANITARY PIPE ENCASEMENT

PIPE MOVEMENT DURING PLACEMENT

PROVIDE SUPPORT TO PREVENT 

UNDISTURBED SUBGRADE

OVERLAP FABRIC ON TOP

FILTER FABRIC

EXCAVATE TO OBTAIN A STABLE BOTTOM
IF ROCK OR UNSTABLE MATERIAL IS ENCOUNTERED, 

BACKFILL
COMPACTED SELECT 

OVERLAP FABRIC ON TOP

FILTER FABRIC

BACKFILL
COMPACTED SELECT 

UNDISTURBED SUBGRADE

EXCAVATE TO OBTAIN A STABLE BOTTOM

IF ROCK OR UNSTABLE MATERIAL IS ENCOUNTERED, 

EXCAVATE TO OBTAIN A STABLE BOTTOM

IF ROCK OR UNSTABLE MATERIAL IS ENCOUNTERED, 

BACKFILL
COMPACTED SELECT 

UNDISTURBED SUBGRADE

EXCAVATE TO OBTAIN A STABLE BOTTOM

IF ROCK OR UNSTABLE MATERIAL IS ENCOUNTERED, 

TO REMOVE VOIDS

SUPPLEMENT MIX AS NEEDED 

10% TO 3% PASSING 200 SIEVE

100% PASSING 1.5" SIEVE

GRAVEL OR CRUSH STONE

UNIFORM MIX OF

BE 2 FEET THICK

FLOWABLE FILL SHALL 

BENTONITE CLAY OR 

MIX 50:50

NYSDOT SIZE 1 AND 2 

CLEAN STONE 

UNIFORM MIX OF

IN TOWN ROW
HWY4 FOR REQUIREMENTS
DEDICATED ROAD SEE
BACKFILL OUTSIDE OF 
COMPACTED SELECT 

  

BELOW THE DEDICATED ROAD.  
5. REFER TO HWY4 FOR BACKFILL REQUIREMENTS WITHIN THE TOWN ROW AND 

NYSDOT TYPE IV SUBBASE.  
EXCAVATE, DEWATER, AND STABILIZE WITH CLEAN COMACTED GRAVEL PER
IF SUBGRADE IS FOUND TO BE UNACCEPTABLE THE CONTRACTOR SHALL OVER 
AND FREE OF ANY ORGANICS, DEBRIS, WATER OR STONES LARGER THAN 6 INCHES.
4.  AFTER EXCAVATING THE TRENCH THE SUBGRADE SHALL BE STABLE, DRY 

LINE AND EVERY 1 FOOT ELEVATION DIFFERENCE ALONG THE PIPE.  
3.  ANTI-SEEPAGE COLLARS SHALL BE PROVIDED AT PROJECT LIMIT/PROPERTY 

THE STONE.  
WITH FILTER FABRIC TO PREVENT SOILS FROM ENTERING THE VOIDS OF 
2.  IF CLEAN STONE BEDDING IS USED THE BEDDING SHALL BE ENCIRCLED

4 INCHES AND NO MORE THAN 15% PASSING THE 200 SIEVE.   
REQUIREMENT OF NO MATERIAL HAVING A DIMENSION EXCEEDING 
MEETING THE REQUIRED SPECIFICATIONS, ASTM 2321 WITH THE ADDED 
SPECIFICATIONS SHALL MEAN ON-SITE OR IMPORTED BACKFILL 
1.  SELECT BACKFILL UNLESS DEFINED ON THE PLANS OR IN THE 

BIORETENTION DETAIL
N.T.S.

1

FILTER FABRIC

PLANTING SOIL*

3" MULCH2

* PLANTING SOIL SHALL BE FREE OF STONES, STUMPS, ROOTS, OR OTHER WOODY MATERIAL 

OVER 1" IN DIAMETER AND SHALL BE FREE OF WEEDS. PLACEMENT OF THE PLANTING SOIL 

SHALL BE IN LIFTS OF 12-18", LOOSELY COMPACTED (TAMPED LIGHTLY WITH A DOZER OR 

BACKHOE BUCKET). PLANTING SOIL SHALL MEET THE FOLLOWING CRITERIA:

85-88% SAND

8-12% SOILS

3-5% ORGANICS

INFILTRATION BASIN DETAIL
N.T.S.

GROUNDWATER ELEVATION

BELOW THIS POINT

UNDISTURBED SOILS 

1

4" TOPSOIL AND SEED

3

WRAPPED IN FILTER FABRIC

6" UNDERDRAIN SHALL BE COMPLETELY 

2
.5
’

ADDITIONAL INFORMATION

REFER TO DRAINAGE PLAN FOR 

PROVIDE 2 DRYWELLS.

WRAPPED IN FILTER FABRIC

6"  UNDERDRAIN SHALL BE ENTIRELY 

3
’ 

M
IN
.

(CONCRETE SAND) SPECIFICATIONS. 

MEDIUM SIZED SAND MEETING ASTM C33 

2’ THICK LAYER OF SAND SHALL BE 

2). 

(NYSDOT UNIFORM MIX OF SIZE 1 AND 

12" THICK LAYER OF 2" CLEAN STONE 

RECOMMENDATIONS

EQUAL) AS PER MANUFACTURER’S 

FILTER FABRIC (MIRAFI 140N OR 

SHALL BE LINED WITH GEOTEXTILE 

ENTIRE STONE BED AND SAND LAYER

MOUNTED

BUILDING

MOUNTED

BUILDING

MOUNTED

BUILDING

ARROW SIGN, W16-7P 

24" X 12" DIAGONAL 

CROSSING SIGN, W11-2

30" X 30" PEDESTRIAN

3
’-
0
"

7
’-
0
"

4
’-
0
"

1’-6"

STRUCTURAL DWGS.

2.00% SLOPE - SEE 

SITE PLAN

PAVEMENT OR CONCRETE, SEE 

FILTER FABRIC, (MIRAFI 140N OR EQUAL) TYP.

UNIFORM MIX OF #1 & #2 STONE WRAPPED IN 

LOCATIONS

% SLOPE, SEE GRADING PLAN FOR TIE-IN 

4" DIA. PERFORATED PIPE, MAINTAIN A 0.0 

2
" 1

0
" MIN.

 2%

1’-0"

SLOPE =

2
’-
0
"

BASE (TYP.)

AGGREGATE 

STRUCTURAL DWGS.

CONCRETE SIDEWALK - SEE 

EXPANSION JOINT

PLANS FOR DETAIL

BOLLARD (TYP.) - SEE ARCH 

PERFORATED UNDERDRAIN DETAIL
N.T.S.

9’-0" DIA. 

8"

4
2
"

1  1/2"4"4"
8’-0" DIA.

MIN. 6" OVERLAP
OF FILTER FABRIC

PRECAST TOP SLAB

PRECAST CONCRETE
LEACHING CHAMBER

PRECAST CONCRETE
FOUNDATION RING

FILTER FABRIC

FILTER FABRIC

8"

OPENING
(TYPICAL)

4" TOPSOIL6" MIN.

12"

DRYWELL DETAIL

TYPE 2 COVER

TOP OF FOOTER
RING

COMPACTED SELECT
BACKFILL

CRUSHED STONE

N.T.S.

TYPE 1  COVER

LIMIT OF CRUSHED

STONE

(HS-20 LOADING)

1’1’
6"

FINISHED GRADE

FRAME AND GRATE

FINISHED GRADE
FRAME AND GRATE

8’

1 FOOT

2" TO 3" IN SIZE

S
E
E
 N

O
T
E
 2

V
A
R
IE

S

DEPTH OF 10’.
TO BEAR ON NATIVE SOILS AND SHALL BE A MINIMUM 
2. DRYWELL SHALL BE EXTENDED THROUGH FILL LAYER 
TEARING FABRIC DURING PLACEMENT.  
DRY WELL OPENINGS.  PLACE STONE GENTLY TO AVOID 
1.  INCREASE STONE SIZE AS NEEDED TO LARGER THAN

& Architecture
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